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Hoses functionally works by pushing and locking
for 130 °C - Steckschlauch fiir 130°C

Internal Dia. Outside Dia Max. Working Bursting Lenath | Weight | Min. bend radius
Schlauch ID Schlauch AD Pressure at Pressure at -ng ) . ] Color
Order No / Bestellnr. | —2=2==0 "= ) Lange | Gewicht | Min. Biegeradius
Inch Max. Betriebsdruck | Berstdruck m ka/m mm
mm | Inch. mm (20°C) Bar (20°C) Bar : 9
WHMLOK - 06B b.4 1/4" 12.3 28 112 20 0.1 65 [ Blue |
WHMLOK - 06R 6.4 1/4" 12.3 28 112 20 0.1 65 [ Red |
WHMLOK - 06S 6.4 1/4" 12.3 28 112 20 0.1 65
WHMLOK - 10B 9.5 3/8" 15.5 28 112 20 0.14 80 [ Blue |
WHMLOK - 10R 9.5 3/8" 15.5 28 112 20 0.14 80 [ Red |
WHMLOK - 10S 9.5 3/8" 15.5 28 112 20 0.14 80
WHMLOK - 12B 12.7 1/2" 19.5 28 112 20 0.2 100 [ Blue |
WHMLOK - 12R 12.7 1/2" 19.5 28 112 20 0.2 100 [ Red |
WHMLOK - 12S 127 1/2" 19.5 28 112 20 0.2 100
WHMLOK - 16B 15.9 5/8" 22.6 24 96 20 0.23 125 [ Blue |
WHMLOK - 16R 15.9 5/8" 22.6 24 96 20 0.23 125 [ Red |
WHMLOK - 16S 15.9 5/8" 22.6 24 96 20 0.23 125
WHMLOK - 19B 19 3/4" 25.8 21 84 20 0.28 150 [ Blue |
WHMLOK - 19R 19 3/4" 25.8 21 84 20 0.28 150 [ Red |
WHMLOK - 19S 19 3/4" 25.8 21 84 20 0.28 150
WHMLOK - 25B 25.4 1" 33.2 20 80 20 0.40 170 [ Blue |
WHMLOK - 25R 25.4 1" 33.2 20 80 20 0.40 170 [ Red |
WHMLOK - 255 254 1" 33.2 20 80 20 0.40 170
Structure: EPDM hose with polyester reinforcement is kink resistant and Continuous Working Temperature
flexible for hot and cold water. No need to use clamps in combination with pushlock hose plug. -40to +130°C
Struktur:EPDM Schliduche mit Polyesterbewebung sind knickbestanding, Intermittent Working Temperature
biegsam und in Kalt-und Heisswasser einsetzbar. In Verbindung mit Up to 140°C

Schnellsteck - Schlauchtiille sind keine Schlauchschellen notwendig.

Rolls of 12m and 15m are also available upon request.

12m und 15m Rollen sind auch lieferbar auf Anfrage.

We reserve the modify without prior notification measurements, shape and material of component parts illustrated in our present catalog. TST behélt sich jederzeit das Recht vor, ohne vorherige Benachrichtigung Produkttypen und deren technische Daten, Ausfiihrungen und Zubehdr zu &ndem.
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Hoses functionally works by pushing and locking
for 130 °C - Steckschlauch fiir 130°C
Internal Dia. Outside Dia Max. Working Bursting . . .
Schlauch ID Schlauch AD Pressure at Pressure at Le_zlngth Welght M_|n. b(_and radl_us Color
Order No / Bestellnr. | —====2 "= . Lange | Gewicht | Min. Biegeradius
Inch Max. Betriebsdruck | Berstdruck m ka/m mm

mm | Inch. mm (20°C) Bar (20°C) Bar : 9
WHMDLOK - 06B b.4 1/4" 12.3 28 112 20 0.1 65 [ Blue |
WHMDLOK - 06R 6.4 1/4" 12.3 28 112 20 0.1 65 [ Red |
WHMDLOK - 065 6.4 1/4" 12.3 28 112 20 0.1 65
WHMDLOK - 10B 9.5 3/8" 15.5 28 112 20 0.14 80 [ Blue |
WHMDLOK - 10R 9.5 3/8" 15.5 28 112 20 0.14 80 [ Red |
WHMDLOK - 10S 9.5 3/8" 15.5 28 112 20 0.14 80
WHMDLOK - 12B 12.7 1/2" 19.5 28 112 20 0.2 100 [ Blue |
WHMDLOK - 12R 12.7 1/2* 19.5 28 112 20 0.2 100 | Red |
WHMDLOK - 125 127 1/2" 19.5 28 112 20 0.2 100
WHMDLOK - 16B 15.9 5/8" 22.6 24 96 20 0.23 125 [ Blue |
WHMDLOK - 16R 15.9  5/8" 22.6 24 96 20 0.23 125 [ Red |
WHMDLOK - 165 15.9 5/8" 22.6 24 96 20 0.23 125
WHMDLOK - 19B 19 3/4" 25.8 21 84 20 0.28 150 [ Blue |
WHMDLOK - 19R 19 3/4" 25.8 21 84 20 0.28 150 [ Red |
WHMDLOK - 195 19 3/4" 25.8 21 84 20 0.28 150
WHMDLOK - 25B 25.4 1" 33.2 20 80 20 0.40 170 [ Blue |
WHMDLOK - 25R 25.4 1" 33.2 20 80 20 0.40 170 [ Red |
WHMDLOK - 255 254 1" 33.2 20 80 20 0.40 170
Structure: EPDM hose with polyester reinforcement is kink resistant and Continuous Working Temperature
flexible for hot and cold water. No need to use clamps in combination with pushlock hose plug. -40to +130°C
Struktur:EPDM Schliduche mit Polyesterbewebung sind knickbestanding, Intermittent Working Temperature
biegsam und in Kalt-und Heisswasser einsetzbar. In Verbindung mit Up to 140°C

Schnellsteck - Schlauchtiille sind keine Schlauchschellen notwendig.

Rolls of 12m and 15m are also available upon request.

12m und 15m Rollen sind auch lieferbar auf Anfrage.

We reserve the modify without prior notification measurements, shape and material of component parts illustrated in our present catalog. TST behélt sich jederzeit das Recht vor, ohne vorherige Benachrichtigung Produkttypen und deren technische Daten, Ausfiihrungen und Zubehdr zu &ndem.



